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The statements and conclusions in this report are those of the University and not
necessarily those of the State Air Resources Board. The mention of commercial products,
their source or their use in connection with material reported herein is not to be construed

as actual or implied endorsement of such products.
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ABSTRACT

California’s regulations for air toxics require the application of multimedia assessment
of human health risk. This approach requires knowledge of intermedia transfer factors
(ITFs) for specific toxic air pollutants. In order to meet the above need, a critically
evaluated information base on ITFs was developed for a selected number of air toxics. The
specific chemicals were selected in order to allow the assessment of ITFs for the following
chemical classes: (1) volatile organics {benzene); (2) hydrophilic/reactive volatile organic
compounds (formaldehyde); (3) volatile chlorinated low molecular weight hydrocarbons
(methylene chloride); (4) particle-bound organics (benzo(a)pyrene and 2,3,7,8-TCDD); (5)
reactive metals (chromium VI); and (6) metals that are mobilized through formation of
organo-metallic compounds (mercury). Experimental data and estimates of ITFs for the
above chemicals were critically evaluated. Detailed reports for seven compounds were
prepared and are available as separate chemical-specific volumes of ITF information. The
complete set of chemical-specific ITF volumes prepared in this project should provide a
useful resource for future development of ITF estimation methods for specific chemical

classes.
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EXECUTIVE SUMMARY

Toxic air pollutants which are released to the atmosphére as the result of a variety
of human-related activities (air emissions and/or direct discharge to surface water, etc.)
move across environmental boundaries and are therefore found in most media (Figure 1.1).
‘Therefore, it is logical to employ a multimedia approach for a comprehensive and integrated

approach to evaluating the risks associated with toxic air pollutants.

Indeed California’s air pollution regulations for air toxics are deeply rooted in the
process of multimedia assessment of human health risk. The assessment of human health
risks requires the determination of exposure of the human receptor to pollutants from
multiple pathways. The approach requires an understanding of the complex physical,
chemical, and biological processes that govern the movement of pollutants through
environmental media. For example, in one of the approaches recommended by the State
of California Environmental Protection Agency (CALEPA), given monitored or modeled
atmospheric concentrations of air toxics, one can resort to appropriate empirical or
theoretical algorithms to estimate the transfer, and thus, the accumulation of the pollutants
of interest in both non-biological media (e.g., atmosphere, surface water, soil) and biological
media (e.g., fish, cattle, vegetation). The resultant media concentrations c¢an then be used
to estimate the total dose (or average daily dose) of the given air toxic contaminants and
subsequently the associated human health risks (Figure 1.2). The above multipathway
exposure analysis involves a variety of chemical-specific intermedia transfer factors (ITFs).
These ITFs are needed to estimate the rate of movement of chemicals from one medium
to another as well as their level of accumulation in various environmental compartments

(e.g., water, soil, vegetation).

Although the multimedia approach to exposure analysis and risk assessment is
attractive, its implementation is often accompanied with uncertainties. These uncertainties
arise from the lack of data in some areas (e.g., dose-response data, population activity
patterns, environmental chemical concentrations), which leads to reliance on models where

certain assumptions and default parameter values are introduced. Generally, the
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assumptions employed and the use of default parameter values are designed to err on the
side of human health protection to avoid underestimating risk to the public. Major sources
of uncertainty which may either overestimate or underestimate risk for toxic air pollutants

include:

Extrapolation of toxicity data in animals to humans;
Air dispersion modeling;
Estimation of emissions; and

Analysis of multimedia exposure.

This study focused on the last category of multimedia exposure analysis which requires
knowledge of intermedia transport processes. Uncertainties in the predictions of multimedia
exposure analysis is the consequence of both the lack of understanding of some intermedia
transport processes and the frequent use of approximate treatments of intermedia transport
processes and estimated intermedia transport factors. Such uncertainties can be reduced
by using the most accurately available intermedia transfer factors such as pollutant

physicochemical, partitioning, mass transfer and degradation parameters.

This study provides information on some of the major intermedia transfer factors
(ITFs) used in a number of different multimedia models including the CAPCOA (1992)
guidelines. These guidelines provide procedures for preparation of health risk assessments
required under AB 2588. Under some circumstances, the CAPCOA (1992) guidelines allow
for submission of an uncertainty analysis associated with the risk assessment. Thus,
chemical-specific ITF information should be valuable for assessing uncertainty analyses
submitted to the California Air Resources Board (CARB).

In order to meet the above needs, a critically evaluated information base on ITFs was
developed for a selected number of air toxics. The specific chemicals were selected in order
to allow the assessment of ITFs for the following chemical classes: (1) volatile organics
(benzene); (2) hydrophilic/reactive volatile organic compounds (formaldehyde); (3) volatile

chlorinated low molecular weight hydrocarbons (methylene chloride); (4) particle-bound
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organics (benzo(a)pyrene and 2,3,7,8-TCDD); (5) reactive metals (chromium VI); and (6)
metals that are mobilized through formation of organo-metallic compounds (e.g., mercury).
Experimental data and estimates of TTFs were critically evaluated and detailed specific
reports were prepared and are part of this final report. The complete set of ITF reports
(see Table 1) prepared in this project should provide a useful resource for future

development of ITF estimation methods for specific chemical classes.

The overall objective of the individual ITF reports is to present information on
chemical-specific intermedia transfer factors which is pertinent for multimedia exposure
pathways estimation and for health risk assessments. The purpose of the chemical-specific
ITF reports is to: (1) critically review existing literature to determine pertinent intermedia
transfer parameters for the study chemicals; (2) evaluate and update intermedia transfer
factors currently used in multimedia exposure estimations; and (3) provide pollutant-specific

estimates where no data are available or where default values are used.

Since the results of this study may be used to support efforts in multipathway analysis
of exposure to the study chemicals, a number of multimedia contaminant transport models
were reviewed in terms of algorithms, default values, underlying assumptions, and the
influence of the overall logic on the estimates of risk. Based on this review, selected
physicochemical properties, partition coefficients, and intermedia transport coefficients were

critically evaluated.



TABLE 1

INTERMEDIA TRANSFER FACTORS FOR
MULTIPATHWAY EXPOSURE ANALYSIS:
COMPOUND CLASSES AND CHEMICALS STUDIED

Chemical Specific Chemical
Class Reviewed Volume Number
Volatile Organics Benzene I
Hydrocarbons
Reactive Metals Chromium VI II
Particle-Bound Organics 2,3,7,8-TCDD 111
Volatile Chlorinated Low Methylene Chloride 1AY
Molecular Weight
Hydrocarbons
Particle-Bound Organics Benzo(a)pyrene \Y
(PAH Group)
Metals Mobilized through Mercury VI
Formation of Organo-
Metallic Compounds
Hydrophilic/Reactive Volatile Formaldehyde Vil

Organic Compounds




Physicochemical Properties

Physicochemical properties are important for the analysis of intermedia transport
parameters such as mass transfer coefficients and for the determination of parameters such
as partition coefficients, biotransfer factors, and mass transfer coefficients. The specific

physicochemical parameters considered in this study are given below.

. Water Solubility;
Vapor Pressure;

. Density;
Molar Volume;

. Boiling Point;
Molecular Weight;

. Melting Point; and

Heat of Vaporization.

Partition Coefficients

Once released to the environment, toxic air pollutants will be distributed to various
compartments due to various transport processes. The net chemical transport from one
compartment to another may be limited by equilibrium constraints which are quantified by

appropriate partition coefficients. The partition coefficient, H; is generally defined as
H, = C/G

where C, and C, are the concentration in compartment i and j, respectively, at equilibrium.

In this study, the following partition coefficients were considered:

Henry's Law Constant;

Octanol-Water Partition Coefficient;

Gas Phase/Particle Partitioning Coefficient;

Soil/Water-Organic Carbon Partition Coefficient;
. Bioaccumulation Factors; and

Bioconcentration Factors.



It is noted that bioaccumulation factors and bioconcentration factors often represent steady-
state concentrations rather than an equilibrium state. These factors are also at times based
on the total chemical concentration which includes particle-bound and dissolved forms of
the chemical under consideration; thus, in such cases, the reported bioconcentration factors
do not represent thermodynamic constraints and simply represent the partitioning obtained

for the particular set of experimental conditions for which these factors were obtained.

Transport Parameters

The transport of toxic air pollutants in the environment is governed by either
convective transport in a given medium (not addressed in this report) or intermedia
transport from one environmental compartment to another. It is important to note that
some chemicals (e.g., semi-volatile organics) can be present in both the gaseous and particle-
bound forms. Thus, the exchange of such chemicals between the atmosphere and the
terrestrial and aquatic environments depends on both the dry and wet deposition of their
gaseous and particle-bound forms, as well as on wind resuspension. The relevant intermedia

transfer and transformation parameters considered in this study include:

. Diffusion Coefficients in Air and Water;
. Mass Transfer Coefficients for Air/Water Exchange;

Dry Deposition Velocity;

. Precipitation Scavenging;
: Colloidal Transport in Soils and Sediment/Water;
. Biotransfer Factors; and

. Chemical and Biotransformations,

These intermedia transport parameters are defined and discussed in detail in each of the
chemical-specific ITF reports. In addition, a brief discussion is provided of the available
information on bioavailability and the implication for its accumulation in biological
receptors. Finally, the chemical and biotransformations of the study chemicals in each of
the major environmental media (i.e., air, water, soil and sediment) are reviewed and the

range of relevant reaction half-lives are summarized and discussed.
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The evaluation of the above ITFs was carried out for seven chemicals (see Table 1)
that are relevant for the determination of the behavior of the study chemicals in various
media and the food chain after their release into the atmosphere from stationary and mobile
sources. Reported values for the selected parameters were compiled and evaluated. In
cases where a wide range of values were reported from different studies, the reported
experimental and estimated ITFs were reviewed to assess the reliability of the reported
parameter values. Data in the ITF tables are arranged by decreasing order of reliability.
Measured values of known uncertainty are considered the most reliable and are thus listed
first. Measured values reported without estimates of uncertainty are listed next, followed
by calculated values reported with the corresponding prediction equations and reported
uncertainty estimates. Calculated values reported without their associated estimation

equations were reported last.

Each one of the chemical-specific ITF reports (see Table 1) is a self-contained
volume that provides an overview of the nature of the chemical considered, its entry route
to the environment, environmental chemical and bio-transformations, definitions of the
various intermedia transfer factors considered in the study, a critical evaluation of ITF data
and estimation methods, a summary of recommended ranges of ITF values, chemical-specific
ITF estimation methods, and recommendations for future improvements in estimating ITFs

for the study chemicals.
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ABSTRACT

An information base was developed on the physicochemical and transport parameters
for benzene which can be used for the purpose of multipathway exposure assessment. The
environmental literature was critically reviewed to: (1) determine the intermedia transfer
factors relevant to benzene; (2) evaluate measured values; and (3) recommend estimation
techniques applicable to benzene (and homologous compounds) for use in the absence of

measured values.
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1.0 INTRODUCTION AND BACKGROUND

The assessment of health risk requires the determination of exposure of the human
receptor to pollutants from multiple pathways. The movement of chemicals throughout the
environment is particularly important to the overall assessment of the exposure to toxic air
pollutants since airborne pollutants can be deposited to the soil and water, and can be
accumulated in plants and animals. Determination of the concentrations of toxic air
pollutants in the various environmental media can be obtained by either pollutant transport
modeling or field measurements. Both approaches require an understanding of the complex
physical, chemical, and biological processes that govern the movement of pollutants through
environmental media. In particular, knowledge of the intermedia transfer factors that
govern the multimedia partitioning of chemicals in the environment is required for

multipathway exposure and risk assessment.

There are, however, uncertainties in the process of multimedia risk assessment. The
uncertainties arise from the lack of data in various areas leading to reliance on assumptions
and default parameters. Generally, the assumptions employed and default parameters are
designed to err on the side of human health protection to avoid underestimating risk to the
public (e.g., CAPCOA Guidelines, 1992). Major sources of uncertainty which can affect the

estimation of human health risk include:

. Extrapolation of toxicity data in animals to humans;
. Air dispersion modeling;

. Estimation of emissions; and

. Analysis of multimedia exposure.

In this report, the final major source of uncertainty listed above, analysis of
multimedia exposure, is addressed. By identifying the input parameters most critical to
multimedia analysis and reviewing the reported values and estimation techniques, this report
should help characterize and minimize the uncertainty associated with estimating risk from

multimedia exposure to benzene. A summary of representative values and estimation



methods for intermedia transfer factors for benzene is given in Table 1-1. Although the
presented values only apply to specific conditions, these parameter values have been
included for comparison purposes. Finally, the parameter values and estimation methods

are discussed in Sections 2 - S.

2.0 OBJECTIVES

The overall objective of this report is to present information on intermedia transfer
factors (ITFs) that is pertinent to the prediction of the transfer of benzene between media
such as air, water, soil, and biota in order to refine the multipathway exposure component
of health risk assessments. The intermedia transfer factors for benzene presented in this
report were obtained based on: (1) review of the pertinent literature; (2) evaluation of
intermedia transfer factors currently used in multipathway exposure assessments; and (3)
pollutant-specific estimates of ITFs where default values are now used, or no value is

available.

3.0 METHODOLOGY

In this study, a thorough investigation was made of the literature values reported for
key factors and parameters which govern the partitioning of benzene in the various
important compartments and the food chain, following benzene's release to the atmosphere
from stationary and mobile sources. Whenever possible, the reported values for a given
parameter were placed on a common basis of units and conditions, and the parameter
values were critically evaluated. Where no reliable parameter values are found in the
literature or default values are currently being used in the CAPCOA multipathway exposure
analysis, pollutant-specific estimates are provided. The details of the methods used, and the

parameters investigated, are discussed below.
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3.1 Literature Review

A literature search of Dialog (NTIS, Pollution Abstracts, Enviroline) and UCLA
Orion, Melvyl, and EMS library databases was conducted. The UCLA NCITR library was
also reviewed for relevant publications. Through this process, references pertaining to the
physicochemical properties, intermedia transport, and biotransformation of benzene were
identified, obtained, reviewed, and summarized. Measured parameter values and estimation

methods were evaluated and these are presented and discussed in the following sections.

3.2 Selection of Parameters

In order to provide an assessment of the pertinent intermedia transfer parameters,
a number of input parameters were considered. Specifically, input parameters from the Air
Resources Board/Department of Health Services (ARB/DHS) Health Risk Assessment
(HRA) software and algorithms (CAPCOA Guidelines, 1990, 1991, 1992) and the South
Coast Air Quality Management District Multi-Pathway Health Risk Assessment Input
Parameters Guidance Document (SCAQMD, 1988) were considered. Three alternative
multimedia models (SMCM, Fugacity, and GEOTOX) were also evaluated. The final
selection was also based on the chemical and physical interpretation of the input parameters,
their applicability to different classes of pollutants, and measures of the environmental
consequences of intermedia transfers. The following subsections discuss the rationale for

selecting input parameters as well as general limitations in their use.

3.2.1 Physicochemical Parameters

Physicochemical properties of benzene are needed for the determination of
parameters such as partition coefficients and biotransfer factors, as well as for the analysis
of intermedia transport parameters (e.g., mass transfer coefficients). Often the chemical
properties that are needed are specific to the correlations that are used to evaluate factors

such as partition coefficients and solubility.



The minimum necessary physicochemical factors for benzene required for conducting
a multimedia exposure assessment of benzene as described by CAPCOA, 1992, and other
models (i.e.,, SMCM, Fugacity, and GEOTOX) are as follows:

. Water Solubility;

. Vapor Pressure (as a function of temperature);
. Molar Volume (at the boiling point);

. Boiling Point; and

. Molecular Weight.

The definition of these parameters and the results of the literature review are

presented in Section 4.1

3.2.2 Partition Coefficients

Benzene released to the environment is distributed to various environmental
compartments as a result of transport processes. The net transport of benzene from one
compartment to another is limited by equilibrium constraints and quantified by partition

coefficients. Thus, the partition coefficient, H, is generally defined as

H, = C/C (3-1)

where C, is the equilibrium concentration in compartment i and C is the equilibrium
concentration in compartment j. The following types of partition coefficients for benzene

were considered in this study:

. Henry's Law Constant;

. Octanol-Water Partition Coefficient;

. Soil/Water-Organic Carbon Partition Coefficient;
. Bioconcentration Factors; and

. Biotransfer Factors.



Values for some partition coefficients for benzene reported in the literature have
been determined experimentally in simulated ecosystems and estimated for others. These

partition coefficients are discussed individually in Section 4.2.

32.3 Intermedia Transport Parameters

In order to estimate the rate of benzene transport across environmental phase
boundaries, one must first be able to describe the transport mechanisms and consequently
estimate the associated transport parameters as a function of the appropriate environmental
conditions. The CAPCOA (1992) approach and other methodologies were reviewed and it

was determined that the relevant intermedia transfer parameters for benzene are as follows:

. Diffusion Coefficients in Air and Water;
. Intermedia Mass Transfer Coefficients; and
. Deposition Velocity.

These intermedia transport parameters are defined and discussed in Section 4.3. In
addition, bioavailability and pharmacokinetics considerations when evaluating benzene

accumulation in biological receptors are briefly discussed in Section 4.2.6.

32.4 Degradation Processes

Reaction rates for individual abiotic and biotic degradation processes can be used to
estimate overall environmental degradation half-lives. Degradation rates are determined
for an individual chemical or biochemical transformation processes within specific media.
Since degradation processes involve chemical changes as opposed to intermedia transport
processes which involve the flux of the unchanged chemical through the environment,
degradation half-lives for soil, water, and air do not account for intermedia transport of a
chemical and are, therefore, not necessarily representative of a chemical's actual persistence

within a particular environmenta! medium (Howard et al., 1991). Degradation processes



considered significant to assessing the transformation of benzene in the environment

(Howard et al,, 1991) are as follows:

Hydroxyl radical (OH) reaction in air: The most significant degradation process for
benzene in the atmosphere is its reaction with atmospheric OH during daylight hours.
Other potential degradation reactions include nighttime reaction with the gaseous nitrate
(NO,) radical and reaction of benzene with ozone. However, only the reaction of OH
radicals is fast enough to be an important atmospheric loss process for benzene (see Section
4.4.1).

Biodegradation in water and soil: Biodegradation is one of the most important
environmental processes that cause the breakdown of environmental compounds. It is a
significant loss mechanism in soil and aquatic systems and plays an important role in
wastewater treatment. The eventual mineralization of benzene - i.e., the complete
conversion of benzene to inorganic substances (CO, and H,O) - can be attributed almost
entirely to biodegradation (Lyman et al., 1950). Bacteria are the most significant group of
microorganisms involved in biodegradation. Soil, water, and wastewater treatment systems
provide the most important habitats for the biodegradation of pollutants. In all three
habitats both aerobic and anaerobic conditions exist. The half-lives reported in Howard et
al. (1991) for aerobic conditions are considerably shorter than those for anaerobic conditions
(ranging from 5 - 16 days to 4 - 24 months, respectively). Biodegradation rates of benzene
in water and soil are higher under aerobic conditions so aerobic biodegradation is

considered to be more important than anaerobic biodegradation.

Photolysis in air and water: Half-lives for direct photolysis are based on irradiation of a
chemical in solution at environmentally important wavelengths (>290 nm). Photolysis rates
in air are assumed to equal those in solution. The typical frequencies of maximum
absorption, A,,, and whether or not absorption occurs at wavelengths >290 nm may
indicate whether a chemical has the potential to undergo photolysis in the environment.
Measurements performed by Hustert (1981) in a solution of benzene and deionized water

indicate that the photolysis half-life of benzene in water and air ranges from 117 to 673 days



(cited by Howard et al., 1991), which is too long to be considered significant when compared

to biodegradation in water or reaction with OH radicals in air.

Photooxidation reactions with alkylperoxy (RO, ), hydroxyl radicals (OH) or singlet oxygen
('0,) in water: For some chemical classes, reactions with photooxidants in sunlit waters can
be important. As with photooxidation in air by OH radicals, the range of half-lives is
calculated from reaction rate constants and monitored concentrations of oxidants in
relatively oligotrophic and eutrophic natural waters (Howard et al, 1991). Since the
photooxidation half-life for benzene reported by Howard et al. (1991) is 36 years, this

degradation process is not considered significant compared to biodegradation.

Hydrolysis in water and soil: Hydrolysis only applies to a limited number of chemicals that
have hydrolyzable functional groups such as esters, aliphatic halogens, amides, carbamates,
and phosphate esters. Since benzene does not contain hydrolyzable functional groups,

hydrolysis is not a relevant degradation process.

In summary, the following abiotic and biotic degradation processes were evaluated

for benzene:

. Reaction Rate/Half-Life in Air;
. Biodegradation Rate/Half-Life in Water; and
. Biodegradation Rate/Half-Life in Soil.

These processes are discussed further in Section 4.4.

4.0 PRESENTATION OF RESULTS

The following subsections define, discuss, and summarize the values and estimation
methods for the benzene intermedia transfer factors reviewed in this study. Equations
defining input parameters and estimation techniques are presented, where appropriate. A

summary of the literature reported parameter values and estimation methods are

10



summarized in Tables 1-1 through 4-15. Data in the tables are arranged by decreasing order
of reliability. Measured values of known uncertainty are listed first. Measured values
reported without estimates of uncertainty are listed next, followed by calculated values
reported with the corresponding prediction equations and uncertainty estimates. Calculated

values reported without their associated estimation equations were reported last.

Values from references for which the derivation of the results could not be
ascertained and multiple references to the same measured value are listed below the dotted
line in the summary tables. The scientific confidence in these results is clearly limited; they
have been included only to reflect the range of values commonly reported in the current
environmental literature. Values for input parameters have been converted to consistent
SI units to facilitate comparison of results. The converted values have been reported with
same number of significant figures as the values reported in the corresponding reference.
Specific conversion equations are shown in the tables, It should be noted that commonly
used forms of estimation equations often require input parameters in non-SI units. These

cases have been identified in the text following presentation of the appropriate equations.

4.1 Physicochemical Parameters

Section 3.2.1 describes the general need for using physicochemical parameters in
multipathway assessment. This section defines the specific physicochemical parameters that
should be used for multimedia analysis of pollutants and discusses the results of the
literature survey. In general, the literature has sound measured values for these properties
with little disagreement among results. One notable exception described, in Section 4.1.1,
is the inaccurate solubility value that was reported by Hodgman (1952) and subsequently

cited by some authors.

4.1.1 Solubility of Benzene in Water

The water solubility (S) of a chemical is defined as the maximum amount of the

chemical that will dissolve in pure water at a specific pressure, temperature, and pH. The

11



units of aqueous solubility are usually stated in terms of weight per weight (ppm, ppb, g/kg,
etc.) or weight per volume (mg/L, ug/L, mol/L, etc.). Less common units are mole fraction
and molal concentration (moles per kg of solvent). In this report solubility is given in
mol/L to be consistent with SI units. Values for the water solubility of benzene found in

the literature are summarized in Table 4-1. Most solubility data were reported at 25° C,

Mackay and Shiu (1981) noted that many inaccurate data have been reported for
solubility. For example, the Handbook of Chemistry and Physics (Hodgman, 1952) quoted
the aqueous solubility of benzene as 800 g/m*® (0.01 mol/L) at 295 K. This value is
approximately half the commonly reported value but has been quoted by Chiou et al. ( 1977)
and is probably the source of the low solubility value attributed to Cheremisinoff and
Morresi (1979) by CARB and CDHS (1984). The measured value reported by Seidell
(1940) is also approximately half of the presently reported values and could not be reviewed
for comparability since the reference was unavailable. Mackay and Shiu (1981) noted that
the early data of McAuliffe (1966), who measured the solubility of benzene down to 1 ppm,
have proved to be reliable and have been quoted by other researchers, Mackay concluded
that the accepted value for water solubility for benzene was 1770 to 1780 g/m? (0.0227 to
0.0228 mol/L) which is in agreement with the values presented in Table 4-1.

412 Vapor Pressure of Benzene as Cited in the Environmental Literature

The saturation vapor pressure, P, is a measure of the volatility of a chemical in its
pure state and is an important determinant of the rate of vaporization. Estimating P,
requires information on the following properties: (1) critical temperature; (2) critical
pressure; and (3) heat of vaporization, and/or the vapor pressure at some reference
temperature. The units of P, can be stated in atm, torr, mm Hg, or Pa. In this report P,

will be given in kPa.

12
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The vapor pressure of benzene is dependent on temperature and it can be calculated
from the following Antoine equation (Zwolinski and Wilhoit, 1971)":

log, P, = A-B/(C+T) (4-1)

where P, is the vapor pressure (mm Hg); T is the temperature (K), and where the constants

of the Antoine Equation for benzene are given as:

A = 6.90565
B = 1211.033
C=-5236

The above equation is applicable only for a temperature range of 288 K to the critical

temperature of benzene (562.2 K).

Examples of vapor pressures reported in the literature for benzene are listed in Table
4-2. The P, values were generally calculated at standard conditions (298 K) and ranged
from 12.6 to 12.7 kPa. The small difference observed is probably due to rounding of the
Antoine equation coefficients. At 293 K, the experimental value for P, is 10 kPa. Lyman
et al. (1990) discuss the calculation of P,, by using the Antoine Equation and compare the
measured value with the calculated result. Lyman et al. (1990) reported that the Antoine
equation is applicable over the pressure range from 10 to 760 mm Hg. However, Reid et
al. (1977) suggest that this equation may not suitable for estimating pressures below about

10 mm Hg.

4.1.3 Molar Volume of Benzene

The molar volume (V,) of benzene, expressed in units of cm*/mol, is the volume of

a mole of liquid benzene at the normal boiling temperature. The molar volume of an

! The value of the constant C as given in the original reference was modified to correspond to the change of the temperature
scale to degrees Kelvin,

17
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organic liquid is a useful parameter because it has been correlated with the normal boiling

point and it is used in techniques for estimating diffusion coefficients in air and water.

The molar volume of benzene is presented in Table 4-3. Of the two measured values
presented, the value of 96.5 cm’/mol (Lee et al., 1973) is considered more accurate since
it agrees with the calculated values determined by three different estimation techniques (e.g.,
the methods of LeBas, 1915 and Schroeder, 1949). The measured value of Chiou et al.
(1983) (89.4 cm®/mol) was within 7.6% relative percent difference of the Lee et al. (1973)

value.

4.1.4 Boiling Point Temperature of Benzene

The boiling point temperature, Tg;, is defined as the temperature at which the vapor
pressure of a liquid is equal to the total pressure above the liquid. For pure compounds,
the normal T, is defined as the Ty, at one standard atmosphere of pressure on the liquid.
T,; provides an indication of the physical state and volatility of a chemical. Ty, can be also
an important parameter used in the prediction of other physical properties such as the

enthalpy of vaporization.

Examples of boiling points reported in the literature for benzene are listed in Table
4-4, 1If one applies the standard pressure of 760 mm Hg to Eq. 4-1, then the calculated
boiling point temperature for benzene would be:

Tsr = B/(A - log,Ps) - C (4-2)

in which P, = 760 mm Hg and thus Ty, = 353.25K which agrees with the values reported
in Table 4-4.

20
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4.1.5 Molecular Weight of Benzene

The molecular weight is used for converting from mass to concentration and in
various correlations of transport properties (e.g., diffusion coefficients). The molecular
weight of benzene is 78.114 g/mol, exactly as accepted by TIUPAC (IUPAC, 1987; cited by
Buldavari et al.,, 1989). The values varied from 78 to 78.114. The only differences being

in the number of significant figures reported or rounding to significant figures.

4.2 Partition Coefficients

Section 3.2.4 provides general equations for the various partition coefficients. The
definitions and findings of the literature search for the individual partition coefficients and

are presented in the following subsections.
42.1 Henry's Law Constant for Benzene

The Henry's Law constant is a particularly important parameter for evaluating
chemical partitioning between air and water and is required as an input parameter in most
multimedia models. In most situations, benzene concentrations in water are very small and

Henry's Law is applicable. Henry's Law constant of a chemical (H,) is defined as:
H =P /C (4-3)

where P, is the partial pressure of the contaminant (e.g., Pa units) at the system
temperature, and C, is the concentration (e.g., mol/m?) of the chemical in the aqueous phase
in equilibrium with the air phase. The Henry's Law constant may be determined
experimentally or estimated. However, it is preferable to use an experimentally determined
value since they are generally more reliable than estimated values. An estimated value of
H, can be obtained by using the saturation vapor pressure and solubility data in the

following equation (Lyman et al., 1990 and Reid et al., 1987):
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H, = P,/S (4-4)

where 8 is the aqueous phase solubility (e.g., mol/m®) and P,, is the saturation vapor
pressure of the compound (e.g., Pa). This expression is valid only when the solute activity
coefficient is constant for the concentration range up to the solubility limit. Since this
assumption is not valid in most cases, Eq. 4-4 should only be regarded as an approximation.
It should also be noted that Henry's Law constant is temperature dependent and for

benzene it can be estimated from the empirical correlation of Leighton and Calo (1981),
H' = [0.21935 exp(19.02 - 3964/T)] / T (4-5)

where H' = H,/RT, is the dimensionless Henry's Law constant, T is the temperature in K,
and R is the gas constant (R = 8.205x 10 atm* m?/g mol).

Table 4-5 presents Henry's Law constants for benzene at various temperatures which
range from 0.324 to 0.555 kPa m*’/mol. Mackay et al. (1979) critically reviewed Henry's Law
constants for 150 hydrophobic compounds and recommended a Henry's Law constant of
0.550 + 0.025 kPa m*/mol for benzene; the recommended value encompasses the range of

measured values (at 298 K) as presented in Table 4-5.

4.2.2 Octanol-Water Partition Coefficient for Benzene

The octanol-water partition coefficient, K

ow ¥

is defined as the equilibrium ratio of the
concentration of a chemical in the octanol phase to its concentration in the aqueous phase

of a two-phase octanol/water system by the following equation:

Kvw = Co/cw (4_6)

where C, is the concentration in octanol phase and C, is the concentration in aqueous

phase.
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When the concentrations of C, and C, are in the same units (e.g., mol/cm’), values
for K, are unitless. K, is an important parameter used in the assessment of environmental
fate and transport for organic chemicals because the octanol phase is a surrogate for the
lipid phase or organic carbon content of environmental compartments. Since K, has been
correlated to water solubility, soil/sediment adsorption coefficients, and bioconcentration
factors for aquatic life (Lyman et al.,, 1990), it is a key variable used in the estimation of
these properties. Although K, is expected to vary with temperature, its temperature

dependence is rarely reported.

Table 4-6 presents log K, values for benzene. Five measured values found in
literature were determined at various temperature. Only two of these values were
determined at the same temperature (298K). The value of 2.13 for log K., reported by
Fujita et al. (1964) is considered the most reliable because it is associated with a calculated
uncertainty of + 0.01 log K,, units and it is the value most commonly cited in the literature.
The validity of this value was confirmed by Miller et al. (1985) who also obtained a value
of 2.13 for K,,.

4.2.3 Soil/Water-Organic Carbon CoefTicient for Benzene

The organic carbon partition coefficient (K..) is a measure of the tendency for
organics to adsorb onto the soil (or sediment) and is defined as the ratio of the amount
(mass) of a chemical adsorbed per unit mass of organic carbon in the soil or sediment t0

the concentration of the chemical in the soil (or sediment) solution at equilibrium,

_ (mg chemical adsorbed/kg organic carbon) (4-7)
o mg chemical dissolved/¢ of solution)

The available methods for estimating K, involve empirical relationships with other
properties of a chemical such as solubility, octanol-water partition coefficient, or
bioconcentration factor for aquatic life. Lyman et al. (1990) recommends the following

estimation correlations for aromatic compounds (e.g., benzene).
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log K. = -0.54 logS + 0.44 (Karickhoff et al., 1979) (4-8)
where S is the aqueous chemical solubility expressed in units of mole fraction.

log K. = 1.00 log K, - 0.21 (Karickhoff et al., 1979) (4-9)

log K. = 0.937 log K, - 0.006 (Brown et al,, 1990 (4-10)
as cited by Lyman et al, 1990)

The results in Table 4-7 show a wide range of values for K, reported in the
literature. Differences in measured values are attributed to the dependence of K, on soil
characteristics such as pore size distribution, moisture content, pH, and soil chemistry. The
variability of the calculated values is attributed to the use of different estimation equations

as previously described.

42.4 Bioconcentration Factors for Benzene

The traditional measure of a chemical's potential to accumulate in an organism is the
bioconcentration factor (BCF), which is defined as a chemical's wet-weight concentration
in an organism or tissue divided by its concentration in the medium through which exposure
occurs by direct contact (e.g., water for aquatic organisms, or air for terrestrial organisms).
The concept of BCF addresses partitioning of a chemical into an organism by non-food

routes. Specifically, BCF is defined as:

_ (equilibrium concentration of chemical in receptor)

(mean concentration of chemical in the medium
through which exposure occurs by direct contact)

BCF

(4-11)

It is convenient to use the same units for both the numerator and denominator which
results in a dimensionless BCF. The term BCF is used with the assumption that uptake
across external membranes from the media with which the receptor is in direct contact is

the chief pathway for chemical uptake by the organism. Table 4-8 presents benzene BCF
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values for fish (species unknown unless footnoted). It is important to note that BCF values
are compound-specific, medium-specific, and species-specific, and experimental data should
be used whenever possible. In the absence of data, various empirical correlations may
be utilized to estimate BCF values. Several log BCF - log K., correlations, specific to

benzene derivatives are given below:

log BCF = 0.206 + 0.6669 log K., (Lu, 1974) (4-12a)
log BCF = 0.76 log K, - 0.23 (Veith et al., 1980) (4-12b)
log BCF = 0.935 log K, - 1.495 (Kenaga and

Goring, 1980) (4-12¢)

Eq. 4-12a was derived from ;nodel ecosystem tests which tend to underestimate BCFs
since equilibrium conditions may not have been established (Lyman et al., 1990). Egs. 4-12b
and 4-12¢ were derived from data based on well-mixed flow through systems that are more
reliable because efficient mass transfer and thus equilibrium accumulation is more likely to

be achieved.

Bioconcentration in_Vegetation

The concept of BCFs has also been applied to root uptake and air-to-leaf pathways.
The accumulation of benzene in vegetation is a complex process that can involve deposition,
root uptake, and air-to-leaf transfer. Volatile organics such as benzene are not expected to
partition to any significant extent onto atmospheric aerosols (Bidleman, 1988). Thus,
benzene is present in the environment in its primary gaseous and dissolved forms.
Therefore, it can be assumed that contamination of plants by direct deposition of particles

onto which benzene is adsorbed is not a significant exposure pathway.

Pollutants can accumulate in vegetation through the uptake of contaminated water
from the soil. However, benzene is not very soluble in water, so root uptake is not expected
to be a major source of vegetative contamination. The concentration of benzene in

vegetation due to root uptake (C,,) has been estimated by (Topp et al.,, 1989) as
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Cvr = Cl Bvd (4-13)

where C, is the concentration of benzene in soil (e.g., ng chemical/kg soil) and B,, is a

benzene-specific bioconcentration factor determined on a dry-weight basis.

_ (concentration of benzene in plant)
(concentration of benzene in soil)

B, (4-142)

where the concentration in the plant, C,, is based on dry mass (e.g., ng chemical/kg dry
plant). Travis and Arms (1988) proposed the following correlation for the above-ground

portion of the plant bioconcentration factor, B,
log B,, = 1.588 - 0.5781 log K, r* = 0.525 (4-14b)

If B,, values based on wet weight are desired, then the dry weight values can be
converted to a wet weight basis using soil density (or moisture content and the wet weight
of the plant). For example, Briggs et al. (1982) proposed the following definition for the

root bioconcentration factors for root crops:

B_ - —vt (4-15)

in which C,,, is the chemical concentration in the wet plant (e.g., ng chemical/kg plant).

Thus, B,, is related to B,
va = Bvd X fdw (4-16)

where {,, is the fraction of dry plant matter in the wet plant. Briggs et al. (1982) proposed

the following correlation for B,,:

_ 082 + 0.028 K,

(4-17)

B
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in which K, = K, X where X represents the mass fraction of the soil natural organic carbon.

Air-to-leaf transfer is considered a key pathway for the uptake of benzene, from the
atmosphere by vegetation. The concentration of a chemical in vegetation due to air-to-leaf
transfer, C,, (e.g., ng/kg dry plant) can be estimated from the plant-air bioconcentration
factor (Hattemer-Frey and Travis, 1990)

B, - P (4-18)

where C, is the concentration of a chemical in the air (e.g., ug/m?), F, represents the
fraction of a chemical in the vapor phase, p, is the fresh plant density (e.g., kg/m?), and B,,,
represents the air-to-leaf bioconcentration factor on a fresh (i.e., wet) plant mass basis. If
benzene is assumed to exist in air entirely as a vapor, then F, equals 1. It has been
suggested that B,,, can be correlated with the chemical's water-air and octanol-water

partition coefficients.

Table 4-9 presents root uptake and air-to-leaf bioconcentration factors for benzene.
Experimentally determined root uptake bioconcentration for benzene in barley plants range
from 2 to 17 and in cress plants from 1.9 to 10. Although B,,, has not been measured for
benzene, there are a number of the air-water bioconeentration correlation that have been

proposed in the literature

log B,,, = 1.25log H, + 4.06 (Calamari et al., 1987) (4-19)
log B,,, = -1.95 + 1.14 log K, - log H/ (Bacci et al., 1990a) (4-20)
B, = 0.19 + 0.7/H’ + 0.05 K. /H (Paterson et al,, 1991) (4-21)
B,.. = 0.022 K,,/H/ (Bacci et al., 1990b) (4-22)
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where B,,, is based on wet mass, and K, and H, are the dimensionless octanol/water
constants and Henry's Law constant as previously defined. It is noted that B,, is related to
B

an = Bva X fdw (4-23 )

Using, for example, a log K,, of 2.13, an H, value of 5.5x 10 atm* m” /mol and an H, value
of 0.22, a range of 0.66 - 34 was obtained for B,,, from Eqgs. 4-19 - 4-22. It must be noted
that benzene was not used as a study chemical in the development of the above correlations.
Thus, the above estimates of B,,, values for benzene should only be regarded as estimates

of the order of magnitude of B,,, for benzene.
42.5 Biotransfer Factors for Benzene in Milk, Beef, and Eggs

The concept of biotransfer factor (B;;) addresses partitioning through food uptake.
It has been suggested in the literature that the biotransfer factor (B;r) may be more useful
than BCFs in addressing exposure via food uptake since chemical exposure to feedstock

animals may occur through both food and water pathways (Travis and Arms, 1988).

At steady state, the pathway specific biotransfer factor, B,;,, for pathway i, can be

expressed as

By =G/ LG, (4-24)

and the overall biotransfer factor, By, can be expressed as (Cohen, 1989)

C. N !
Lc,

i=1
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V, is the volume of the receptor and C, and C;, are the concentrations of the contaminant
in the receptor (or target organ) and the media associated with the receptor route and N
is the total number of intake pathways. L, represents the intake rate and Ex, is the outflow
stream associated with the particular pathway. Hy is the partition coefficient between
receptor j and outflow stream k. The overall biochemical transformation of a given
contaminant via first order reaction kinetics is given by the rate constant K; while the
subscript k represents a specific elimination pathway. For example, one can define a By

for the concentration of a contaminant in cow's milk where E L,C,is the total contaminant
intake during grazing, water drinking, and inhalation. In gle.:;eral, the B,; is not constant
since V;, the volume of the receptor, may vary with time, and the partition coefficient, H,;,
and the reaction rate constant, K, are likely to be functions of the activity of -the receptor.
Thus, one is led to conclude that By and By, are likely to be time variant parameters.
Despite this above concern, the concept of biotransfer factors is rooted in environmental

exposure assessment.

As previously noted, feedstock animals are exposed to benzene through ingestion of
contaminated feed crops and drinking water, as well as direct inhalation. Human exposure
can subsequently result from ingestion of contaminated animal products. Assessing the
magnitude of human exposure to a contaminant such as benzene from ingestion of animal
products depends largely on the ability to predict the extent of its bioaccumulation in
aquatic and terrestrial food chains. Biotransfer factors for organics in beef and milk have
been found to correlate with the equilibrium octanol/water partition coefficient directly
proportional to K, (Travis and Arms, 1988), although the concept of By should be
regarded as a transport parameter rather than simply a physicochemical property (Cohen,
1989).

The biotransfer factors for milk (B,) and meat (beef; B,) have been defined by
Travis and Arms (1988) as follows:

(concentration in milk (mg/kg)) (4-26)

Ba = (daily intake of organic (mg/d))
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_ (concentration in meat (mg/kg)) )
B, (daily intake of organic (mg/d)) (4-27)

where measured concentration of organics in milk or meat fat are converted on a whole

milk or fresh meat basis, assuming meat is 25% fat and whole milk is 3.68% fat.

As summarized in Table 4-10, Travis and Arms (1988) derived a log K, vs. log B,
correlation based on data for 28 organic chemicals in milk (benzene was not included) which

yielded the following equation:
log B, = -8.10 + log K_, 281 < log K, < 6.89 (4-28)

In the above equation, for which the regression correlation coefficient was 0.74, B,, was
based on data for ingestion only and did not include contaminant uptake via inhalation or
dermal absorption. Using Eq. 4-28 and a log K, value of 2.13 (Fujita et al., 1964), log B,
equals -5.97 (or B,, = 1.07x 10"°) which implies very little transfer of benzene to milk due

to ingestion,

The validity of applying the regression equations of Travis and Arms (1988) may be
questionable since benzene was not one of the chemicals used for the regression analysis
and its log K, value of 2.13 is below the range of log K,, from which the correlation was
derived. One is cautioned that in applying K,,, correlations derived from regression analysis,
it is important to verify that the value of K,, is within the range of applicability of the
correlation. It is important to note that B;; correlations determined by Travis and Arms
(1988) are subject to uncertainties in the input data from which B,;s were derived. For
instance, McKone and Ryan (1989) noted that the uncertainty in the Travis and Arms (1988)
correlations for 35% confidence interval for both the feed to milk biotransfer factor, B, and

the feed to meat biotransfer factor, B,, is approximately 2 orders of magnitude.
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A log B, vs. log K, correlation was proposed by Travis and Arms (1988) as given below
log B, = -7.6 + log K, (4-29)

for which the regression correlation coefficient was reported as 0.81. Using the value for
log K, for benzene (2.13), log B, equals -5.47 (see Table 4-11).

Experimentally determined or calculated biotransfer factor values for feed to egg
were not found in the literature. The CAPCOA guidelines, for example, assume that the
biotransfer for eggs is the same as that of meat, this appears to be a reasonable

approximation in the absence of data to the contrary.

The measurement-specific definition of BCF and By above must be distinguished
from other terms used to describe the increase in chemical concentration in an organism via
the food chain. Such terms include biomagnification and bioaccumulation (Lyman et al,
1990). Biomagnification refers to a further increase in concentration attributable to uptake
from food. Bioaccumulation is a broader term that indicates uptake from all sources and
thus includes effects of both biomagnification and bioconcentration (Clark et al., 1988).
These terms are associated with increasing concentrations along a food chain, which could

result in higher concentrations factors in top-order consumers.

The overall bioaccumulation factor K, can be shown to be related to the biotransfer

factors by the following relation (Cohen, 1989):

N
K, = C/C; = Br(T LCIC, (4-30)

where C, is the concentration of the contaminant in the receptor, C; is the concentration in
the media most directly associated with the exposure route, By, is the biotransfer factor, L,
is the intake rate via food intake, water drinking, and inhalation, and C, is the concentration

in either the food (e.g., pasture grass), drinking water, or inhaled air.
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Bioaccumulation factors are a function of the receptor type, the chemical type, and
temperature. The bioaccumulation factor is equivalent to the bioconcentration factor when
the exposure takes place primarily via contact with a single medium (e.g., inhalation of a
volatile chemical such as benzene). The above approach assumes implicitly that K, is time
invariant. For biota, K, (or BCF) is often correlated with K, (Kenaga and Goring, 1980,
Mackay, 1982; Veith and Rosian, 1983).

4.2.6 Bioconcentration in Beefl

The accumulation of contaminants in cattle beef due to dietary intake can also be

estimated from the bioconcentration factor for beef defined as:

BCFE_ = concentration in beef (4-31)
™ concentration in diet

A set of correlations for BCF,, were proposed by Kenaga (1980b) as given below:

log BCF, = -0.495 (log S) - 1.476 (4-32a)
log BCF,, = 05 (log K,,) - 3.457 (4-32a)

where § is the aqueous solubility (mole fraction) and K, and K, are as defined previously.

The regression correlation coefficients for Eq. 4-32 range from 0.79 to 0.82.

4.2.7 Bioavailability and Pharmacokinetics of Benzene

The bioavailability of a chemical is defined as the fraction of a compound in a matrix
that is released from that matrix, absorbed by an organism, and hence, is available to elicit
a biological effect. The release and uptake of a chemical constitute facets of bioavailability,
although its biological effect is often used as a measure of bioavailability. Since risk is
considered to be a function of both exposure and toxicity, bioavailability is an important

consideration in determining potential risk from airborne contaminants (SCAQMD, 1988).
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Bioavailability is often considered when assessing dose from inhalation and ingestion
pathways. For ingestion routes, CAPCOA (1992) allows for using compound-specific
bioavailability factors where evidence warrants but does not provide any values for benzene.
The CAPCOA (1992) guidelines assume 100% absorption for inhaled compounds. Since
benzene is likely to be present primarily in the gaseous phase, the assumption of 100%
bioavailability is considered reasonable. Once absorbed through the lung, pharmacokinetic
studies have identified only two routes of elimination, either exhalation or metabolism in
the liver, and to a lesser extent metabolism in the bone marrow. Although the exact
mechanism of toxicity is unknown, it is generally accepted that benzene must be metabolized
before its toxic effects are apparent (Sammett et al,, 1979; Sawahata et al., 1985; Gad El-
Karim et al., 1986; Kalf, 1987; Gaido and Wierda, 1987 as cited in Travis et al., 1990;
Medinsky et al., 1989). Moreover, studies with toxicokinetic models have suggested that
only a fraction of the benzene inhaled by the human receptor is metabolized in the body
(Travis et al., 1990; Hattemer-Frey and Travis, 1990).

4.3 Intermedia Transport Parameters

The following subsections define the specific intermedia transport factors considered

for this study as well as the results of the corresponding literature review.

4.3.1 Diffusion Coefficients of Benzene in Air and Water

Molecular diffusion is the net transport of a molecule within a single phase (e.g.,
liquid or gas) that results from intermolecular collisions rather than turbulence or bulk
transport. Diffusion can result from pressure, temperature, and concentration gradients but
under environmental conditions, only diffusion due to concentration gradient is considered.

The diffusive flux due to concentration gradients is defined by Fick's Law as:

JA = -DAB dCA/dx (4’34&)
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in which J, is the diffusion flux for compound A (e.g., mg/m?), dC,/dx is the concentration
gradient along the x direction and D, is the diffusion coefficient of A in medium B (e.g.,
units of cm?/s). For example, for air/water exchange processes, molecular diffusion
dominates chemical transport near the air/water interphase (in both the air and water
phases). In general, the mass flux, N, across an interface is expressed by an equation of the
form

N = KAC (4-34b)

in which K is a mass transfer coefficient and AC is a concentration driving force.
Correlations of mass transfer coefficients include a dependence on the molecular diffusivity

which can be estimated as described below.

Table 4-12 presents values for diffusion coefficients of benzene in air and water.
The experimental diffusion coefficients in air and water are 0.096 cm?/s at 298.2 K and
1.02x 10* cm?/s at 298 K, respectively (Cussler, 1984). Diffusion coefficients in air can be
calculated by using the correlation of Fuller et al. (1966)

10731178 M, +M
- : \/'IW , cm¥Ys , where M, = —A B (4-35)
P (Vvgy M, My

in which the subscripts A and B refer to air and benzene, respectively, T is the temperature
(K), M is the molecular weight, P is the pressure (atm), and V, and V; are the molar

volumes (cm’/mol) for air and the gas in question, respectively.

Correlations commonly used to calculate diffusion coefficients in water are given

below.

Wilke and Chang (1955):

74 x 1080y, My)” T

0.6
Nw Vg

BW , cm?s (4-36)
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where M,, is the molecular weight of water (g/mol), T is the temperature (K), n is the

viscosity of water (cP), V; is the molar volume of solute B at its normal boiling temperature
(cm?/mol), and ey, is the solvent association factor which equals 2.6 for water (Wilke and

Chang, 1955). Using Eq. 4-36 to calculate the diffusion coefficient of benzene in seawater,
a value of 7.8x 10 cm?/s was obtained (Wakeham et al., 1986).

Hayduk and Laudie (1974):

1326 x 107
Dgw - 114

, cm’fs (4-37)
N VB 0.589

where 1, is the viscosity of water(cP) and Vj is the molar volume (cm?®/mol).

Hayduk et al. (1982):

Dy = 125 x 10 (Vo™ - 0202) T'*n§, ,  ems (4-38)

where V,, is the molar volume (cm®/mol) of solute, 1 is the viscosity of water (cP), and
€"= (9.59/Vg) - 1.12,

432 Gaseous Mass Transfer Across the Air-Water Interface
The traditional approach to calculating the flux of a compound between air and water
phases is to use the two-film theory in which it is assumed that the concentrations
immediately on either side of the interface are in equilibrium as can be expressed by a
Henry's Law constant (Lewis and Whitman, 1924). The flux, N, can be expressed as:
N = K; (C, - HC) = K, (G- C,/H) (4-39)
where K, and K, are the overall mass transfer coefficients (cm/s) for the gas and liquid

phase, respectively, H is a unitless Henry Law's constant, and C, and C, are concentrations
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in gas and liquid phases, respectively. The overall mass transfer coefficients for the gas and

liquid phase can be defined as:

1/K; = 1/k, + H/K, (4-40)
1/K, = 1/k + 1/Hk, (4-41)

where k; is a gas-phase mass transfer exchange coefficient (cm/s) and k, is a liquid-phase
mass transfer coefficient. The important parameters that are needed in order to predict N
are H' (see Section 4.2.1) and the mass transfer coefficients k, and k. The mass coefficients
depend on the prevailing turbulence level (as determined by water currents or wind), on
temperature, on properties of the solute such as diffusivity, or molecular size (Mackay and
Yeun, 1983), and on the depth of the water body (Cohen, 1986). Thus, one must ensure
that k, and k, are determined for the appropriate environmental conditions. Predictive
equations, appropriate for screening-level analysis, that can be used to estimate k_ and k, are

given in Sections 4.3.2.1 and 4.3.2.2.

Experimental studies of volatilization in laboratory wind-wave tanks have
demonstrated that for most non-reactive and sparingly water soluble organics H'k, > k;; thus,
for such chemicals, the liquid-side resistance to mass transfer is greater that the gas-side
resistance. It is noted that benzene has a relatively high Henry's Law constant compared
to most hydrophobic organic compounds (Lyman et al., 1990; Section 4.2.1) and abiotic
degradation in the aqueous phase is not a significant loss process (Section 3.4). Thus, for
benzene in an aqueous solution, k; (Section 4.3.2.2), is the more important transport
coefficient controlling benzene exchange between water and air. In general, for chemicals
for which k, is of the same order of magnitude as H'k,, both k, and k, should be considered
as given in Eqs. 4-39 - 4-41. In the case of evaporation of benzene from a pure benzene
phase, however, the gas phase resistance dominates and k; becomes the more important

mass transfer coefficient to consider.
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43.2.1 Air/Water - Air Side - Mass Transfer Coefficient (k,) for Benzene

Numerous theories and empirical equations have been proposed to predict k;. The
theoretical expressions for k; as proposed by Brutsaert (1975) are particularly useful for
predicting k,. For a rough surface, k; is given by:

TIJ&: = ¢ [ep (€5 - 5) + 73 Reg™ e, Re, > 2 (4-42)
1

and for a smooth surface, k, is given by:

.5_! = Co [ep (Cp"-13.5) + 13.6 Sc", Re, < 0.3 (4-43)
10

in which the Schmidt number, Sc,, is given by the ratio v,/D,, where D, is molecular
diffusivity in air (Section 4.3.1), U, is the wind speed at a reference height (usually 10

meters), Cp is the wind drag (or stress) coefficient, €p is the ratio of the eddy momentum
diffusivity (€, ) to the eddy mass diffusivity (€y), often approximated to be near unity, and

Re, is the roughness Reynolds number. Egs. 4-42 and 4-43 are strictly applicable to a
neutral atmospheric condition. However, as suggested by Brutsaert (1975), Eqgs. 4-42 and
4-43 are probably still satisfactory even under very unstable, but apparently not under stable
conditions. For non-neutral conditions, the mass flux equations Eq. 4-39 must be used with
caution since the bulk gas phase concentration as used in Eq. 4-39 may lie outside the
dynamic sublayer (Brutsaert, 1975). Under such conditions, a detailed air quality model
which considers the concentration profile at the air-side must be considered. Thus, one
should regard the use of the estimation methods for k; as given in this section as suitable
for neutral conditions and for screening-level analysis for non-neutral conditions. The
prediction of k, for non-neutral conditions can be accomplished using the approach as

presented by Brutsaert (1975). However, it should be noted that within the context of
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screening-level analysis, as is the case in the CAPCOA model, the application of Egs. 4-42
and 4-43 is sufficient especially for sparingly soluble hydrophobic organic compounds.

The use of Eqs. 4-42 and 4-43 requires the wind drag coefficient velocity as input.
The wind-drag coefficient, Cp, is defined as (Wu, 1980)

U;, : [+] U, ’
) [ ( ] ) ( .]
U Pa Ui (4-44)
in which Uy, is the surface shear velocity given by:

P (4-45)

where T, is the shear stress imparted by the wind on the water surface, p, is the water
density, p, is the air density, and U,, is the wind speed measured at a reference height
(usually 10m) above the water surface. It is noted that the water-side friction velocity U’
and U, are related through the simple relation p,(U,’)* = p,(U,’)* which arises from the
condition of stress equality at the air/water interface. Given wind speed profile data, one

can estimate U", using the following equation:

(4-46)

where k is the von Karman constant (k = 0.4), U,, is the velocity at the reference height,

z,,, VU, is a stability function, and L is the Obukhov stability parameter (Holtslag and Van
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Ulden, 1983; and reference therein). It is noted that for neutral conditions the function ¥

is set to zero. The roughness Reynolds number, Re,, is defined by:
Re, = U, z./v, (4-47)

where z, is the effective surface roughness height and v, is the kinematic viscosity of air.
The effective surface roughness height can be estimated for smooth water surfaces as
(Brutsaert, 1975)

z, = 0.135(v,/U%,)) , cm (4-48a)
and for a rough surface,

z, = a(U’)’ , cm (4-48b)
in which U", is the air-side friction velocity (cm/s) and v, is the kinematic viscosity (cm/s?).
The parameters a and b are given by a = 1.69x 102 and b = -1 for U, < 6.89 cm/s, and
a = 1.65x10% b = 1.4 for U", > 6.89 cm/s (Jirka and Brutsaert, 1984). An alternative

correlation for z, was proposed by Wu (1980) for a large water fetch in which z, was

expressed by:
z, = 0.0144(U")) /g, (g=98l, cm/s?) (4-48¢)

For a large water fetch, the wind-stress coefficient near neutral conditions can be estimated
from (Cohen, 1983)

C, = 85x10¢ U, < 5m/s (4-49a)
C, = [0.85 + 0.11 (U,, - 5)]x10° , Sm/s s U, <20m/s (4-49Db)
C, = 2.5x10° U,, > 20 m/s (4-49¢)
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or (Wu, 1980)
C, = (0.8 + 0.065U ,)x 107 , U,21m/s (4-50)

As an illustration of the above approach, the gas-side mass transfer coefficient as
obtained from Egs. 4-42, 4-43 (with linear interpolation in the region 0.13 < Re, < 2}, and
Eqs. 4-48b and 4-50 for z, and C,,, respectively, for benzene at 20°C is given in Figure 4.1.
Other alternate expressions for k, under neutral (or near-neutral) conditions have been
proposed in the literature. For example, Lyman (1990) recommends the correlation of
Southworth (1979) for k,

- 18 4-51
Ky = 11375 (Vasaa*Vaw) || 370 : cm/hr (4-51)

where V., and V_, are the velocities of the wind and water current, respectively (m/s), and
MW is the molecular weight of the contaminant of interest. As an example, using V,,,y =
3m/sand V., = 1 m/s, k, for benzene is estimated as 2184 em/hr. It is important to note
that the atmospheric stability condition for which Eq. 4-51 applies was not reported.
Moreover, the theoretical basis of the Southworth (1979) equation is questionable because
of the linear additivity of the wind and air currents in Eq. 4-51. The hydrodynamic effects
of the wind relative to the water current on the roughness and velocity of the water surface
are likely to be very different, as supported by later researchers (cited by Cohen, 1986) who
have found that the effect of wind velocity and current velocity on k, vary by different
powers. Finally, a convenient correlation for k, determined based on laboratory
measurements in a small wind-wave tank (fetch < 3m) under near neutral conditions, was

proposed by Mackay and Yeun (1983).

k
g - 462 x 107 5¢°¢ (4-52)
u,
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Eq. 4-52 results in k, values which are about 209%-40% higher than predicted by Egs.
4-42 and 4-43. The higher prediction by the Mackay and Yeun (1983) correlation may be,
in part, due to the difference in surface roughness condition in their short fetch wind-wave

tank, for a given U,’, relative to the condition that would exist at long fetch.

4322 Air/Water - Liquid Side - Mass Transfer Coefficient (k) for Benzene

The water-side mass transfer coefficient, k,, for large water bodies (i.e., reservoirs,
lakes, oceans) can be estimated using the theoretical correlation of Cohen and Ryan (1985),
which was found to be in excellent agreement with available data for a water-side friction

velocity in the range of 0.5-6 ¢cm/s,

k/U,” = a S¢,™" (4-53a)

in which Sc, is the Schmidt number given by the ratio v, /D, where v, is the water kinematic
viscosity and D, is the chemical molecular mass diffusivity in water. The constants a and
n are weak functions of the dimensionless water surface velocity U,* (U, = U,/U,", in

which U, is the wind-induced surface water velocity), given by:

a=2a-3aInU’ (4-53b)
n=n,-nlnU’
where
a, = 0.09691; a, = 0.01053;
n, = 0.5778; n, = 0.01771 (4-53c¢)

For a long fetch (say = 30m), the surface velocity is equal to about 3.5% of the wind
speed (i.e., U, = 0.035 U,,), while for short fetch (say less than about 10m), U, = 0.020 U,,
(Wu, 1975; Plate and Friedrich, 1984). Eq. 4-53a was found to be in excellent agreement
with laboratory data from wind-wave facilities with an average error of about 16 percent.
As an illustration, the dependence of k, on wind speed for benzene at 20°C is shown in

Figure 4.2 where Eqs. 4-45 and 4-50 were used to determine U,".
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The prediction of k, in flowing water bodies (e.g., rivers) requires consideration of
the river current and the river depth (Cohen, 1986). There are numerous studies on the
reaeration coefficient in flowing streams (O'Connor, 1983), and the water-side mass transfer
coefficient k, can be estimated from the reaeration coefficient, k, (e.g., hr'), by using the

following relation:

K - (.R]m b k, (4-54)

in which h is the depth of the water body (e.g., m), D is the mass diffusivity of the
compound of interest (e.g., benzene), D, is the mass diffusivity of oxygen at the temperature
at which k, was determined, and h is the river depth (Cohen, 1986). Lyman et al. (1982)
recommended the following empirical correlations, which are based on field data, for

predicting k,:

k, = 1.08 (1 + 0.17 F?) (V,,, $)**", hr' (4-55a)
k, = 0.00102 V2% h?3% §083 hr' (4-55b)
k, = 638 V., S, hr' (4-55¢)

in which § is the river bed slope (m drop/ m run), F is the Froude number (F = V.../gh),
and h is the river depth (m). The use of an average value of k, determined from the above
three equations was recommended by Lyman et al. (1982). Other relations for k, that are
suitable when bed slope information is not available were recommended by Shen (1982),
Lyman et al. (1990), and Shen et al. (1993). For example, the empirical correlation which
was recommended by Shen (1982) and Shen et al. (1993) can be written as

k, = 22.05 (1.024)7% U/ 7% , hr! (4-55d)

in which T is the temperature (°C), U, is the water current (m/s), and h is the water depth
(m). As an illustration, the liquid-side mass transfer coefficient, k,, obtained from Egs. 4-34

and 4-55d for benzene at 20°C is shown in Figure 4.3.
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Example:

In order to estimate K| for benzene for a neutral atmospheric condition, proceed

along the following steps:

1) Select temperature, wind speed, and the correlation appropriate for the water
body of interest.

2) Select a value of the Henry's Law constant from Table 4-5 and convert to
dimensionless Henry's Law constant as per footnote (h) in Table 4-5.

3) Determine the value of k, from a suitable correlation selected from Section
4.3.2.2 once a wind speed and type of water body are selected.

4) Determine k, from either Eq. 4-42 or 4-43 depending on the resulting value for
Re,. Note that a value for U’, is required and this can be estimated from Egs.
4-45, 4-49a - 4-49c¢, and 4-50 or from wind speed profile data.

5) Use Eq. 4-41 to determine K.

As an illustration, consider the volatilization of benzene from a large water body (i.e.,
large reservoir or lake) at 20°C. The diffusion coefficients in air and water were calculated
to be 0.087 cm?/s and 8.96x10° c¢m?/s, respectively, using Egs. 4-35 and 4-37. The
kinematic viscosities for the air and water phases at 20°C were taken to be 0.15 cm?/s and
0.01 cm?/s, respectively (Reid et al., 1987). The gas-side mass transfer coefficient k; at 20°C,
obtained from Egs. 4-42 and 4-43 (with linear interpolation of k in the region 0.13 < Re,
< 2), and Eqs. 4-48b and 4-50 for z, and C,, respectively, is given, as a function of wind
speed, in Figure 4.1. The liquid-side mass transfer coefficient, k;, obtained from Eq. 4-52,
at 20° C, is given in Figure 4.2. As an example, at U, = S m/s, k, = 1717 em/hr (Figure
4.1) and k, = 3.39 em/hr (Figure 4.2). Thus, using a value of 0.22 for the dimensionless
Henry's Law constant (Table 4-5) leads to

1 1 -

K = - 336 , cm/hr 4.55
L 71339 © 022 x 1714 (4-35¢)
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Alternatively, one can directly determine K, for benzene for the selected wind speed,
using Figure 4.4. As can be seen from this example, the first term on the right hand side
of Eq. 4-55¢ dominates. Thus, the liquid-side resistance (1/k;) to benzene mass transfer
across the water/air interface makes up about 99.1% of the total resistance (1\K,) to mass
transfer. Therefore, for benzene K, = k, and since Hk, >> k, for all wind speeds, the

approximation that K; = k is appropriate for benzene.
433 Dry Deposition Velocity for Benzene
The dry deposition flux of a gaseous chemical can be expressed by
N, =V, C, (4-56)

in which C, is the mass of the pollutant in the particle phase per unit volume of air, and V,
is the overall chemical dry deposition velocity which can vary with wind speed and
temperature. It is interesting to note that Sehmel (1980), in his critical review of particle
and dry gas deposition velocity as it relates its use in atmospheric transport modes, observed
that a deposition velocity of 1 cm/s is generally assumed, often due to the lack of a better
estimate. The CAPCOA model currently uses deposition velocities of 2 em/s and 5 cm/s

for controlled and uncontrolled sources, respectively (see Table 4-13).

Experimentally determined values for the dry deposition velocity of benzene were
found in the literature. However, the simple estimation method adapted by Cohen et al.
(1990) can be used. According to this method, the dry deposition velocity is proportional
to D** (where D is the molecular diffusivity of the chemical in air). Thus, if the dry
deposition velocity for a given reference chemical is known, the value for benzene can be

estimated using the relation

2”3
v, -V, (&] (@57)
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where Vg is the dry deposition velocity of benzene, V,, is dry deposition velocity of a
reference chemical for which deposition velocity is known (i.e., measured), at the
meteorological and surface conditions of interest, Dy is a diffusion coefficient of benzene,
and D, is a diffusion coefficient of a reference chemical. The surface reactivity of the
reference chemical should correspond, to the extent possible, to that of the chemical of

interest.

Example: Estimation of dry deposition velocity of benzene: [The deposition velocity for
S0, and CO, was given by Sehmel (1980, 1984)].

CO, as the reference chemical: |

CO,: vdoo, = 0.3 cmys

Do, = 0.155 ecm¥s at 298 K (Reid et al., 1987)
(1) - Benzene
(2) - CO;
D. ¥
Vg = Vg it (4-58)
! l)2
0.087 %
V, =03 |—— (4-59)
4 (0.155)
Vg, = 0.2 cnys (4-60)
SO, as the reference chemical:
airr M, = 28.97 g/mol (Lyman, 1990) 5O,: Mg, = 64 g/mol
V, = 20.1 cm*/mol (Lyman, 1990) Vs, = 41.1 cm3[mol (Fuller et al.,, 1966)
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From Eq. 4-35, at 25°C, the diffusion coefficient for SO, in air can be estimated as

Dy, = 107 OB VO05 4151 e (4-61)
1 [20.1)%? + 41.1)"PP

(1) - Benzene
(2) - SO,

V, =004 -27cm/s for different
D 50;

Benzene

= 0.087 cm?/s at 298 K and 1 atm
deposition surfaces (0.04 cm/s was

measured for asphalt and 2.7 c¢m/s was

measured for an alfalfa surface)

= %:]m (4-62)

Lower Limit:
v, = 0.04 (%%-)m - 0.032 cmys (4-63)

Upper Limit:
V=27 (%‘1)—2—'17)% - 2.16 cmys (4-64)

According to the above example, the dry deposition velocity for benzene is expected to be
in the range of about 0.03 cm/s to 2.1 cm/s. Since SO, is reactive in the aqueous phase,
a higher estimate would be obtained for the dry deposition velocity if the deposition surface
for this reference gas (i.e., SO,) was moist. Thus, the estimate of the dry deposition velocity
based on CO, is more acceptable. Clearly, one has to ensure that the deposition surface for
the reference chemical and for benzene are similar. Also, the dry deposition for benzene

will depend on the prevailing meteorological and surface conditions in the area of interest.
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Extensive data for deposition of various gases have been published and reviewed in the
literature (Sehmel, 1980; Davidson and Wu, 1989).

4.3.4 Wet Deposition

Wet deposition (scavenging) can increase the overall deposition rate of benzene and
thus, increase benzene concentration in the soil, water and vegetation due to direct
deposition. Both rain and snow can remove benzene from air, however snowfall is not
considered a significant removal process in most of the heavily populated regions in
California. In addition, wet deposition is episodic; therefore, the climatological conditions
of the location in question must be considered when evaluating the relative importance of

wet deposition as a removal process.

The degree of wet deposition is usually estimated from knowledge of the washout
ratio, W, defined as
W = Cninwam/cn'u (4'65)

in which C,,..... and C,, are the concentrations (e.g., ng/m?) of benzene in rainwater (at

ground level) and in the gaseous phase (i.e., in the atmosphere), respectively. Thus, the wet
deposition flux, (e.g., ng/hr- m?), M,,, is given by

NL: = W-R-C,, (4-66)

where R is the precipitation rate (e.g., m/hr). When compared with the washout ratios for
highly water soluble, and hence efficiently removed, organic compounds of W = 10*-10°
(Eisenreich et al., 1981; Leuenberger et al., 1985; Atkinson, 1988), it appears that wet
deposition of gaseous benzene will be of relatively minor importance as an atmospheric

removal process for this compound.

Rain scavenging of benzene can be predicted using the detailed approach described
by Lopez et al. (1989), Tsai et al. (1991), and Clay (1992). However, a simple upper-limit
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estimate can be obtained by assuming that the raindrops are in equilibrium with the air
phase when they reach ground level. This assumption is supported by the analysis of Cohen
(1986) and Slinn (1978) who assert that raindrops falling through 10 meters of polluted
atmosphere are nearly at equilibrium with gaseous chemical. Thus, the concentration of the

dissolved chemical in rain, C,© (e.g., ng/m?® water), is given by:

c¥®
d)
c¥ o L

AW

(4-67)

in which C® is the concentration of the chemical in the atmosphere in the vapor phase

e.g., ng/m’ air), and H,, is the dimensionless Henry's Law constant (ie., H,, = C®/C,9).
g, ng

4.4 Degradation

The following subsections define and review the specific degradation processes that

were considered most applicable to benzene.

4.4.1 Reaction Half-life of Benzene in Air

The most significant atmospheric degradation process for benzene is its reaction with
atmospheric hydroxyl (OH) radicals. Atkinson (1989) reviewed and critically evaluated the
literature concerning the kinetics and mechanisms of the gas-phase reactions of benzene
with the OH radical.

Based on a unit-weighted, least-squares analysis of the rate constants reported from
several experimental techniques, including flash and laser photolysis-resonance fluorescence
studies, the Arrhenius expression for reaction of benzene with OH radicals was reported by
Atkinson (1989) over the temperature range 234-354 K. Based on this expression, the
recommended value of the rate constant for reaction of benzene with OH radicals is
123x 10" em?/molec-s at 298 K, with an estimated overall uncertainty at 298 K of +30%
(Atkinson, 1989). This rate constant, and Arrhenius expression, is applicable for “100 Torr
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total pressure of argon diluent and is expected to be somewhat below the limiting high-
pressure rate constant. At 298 K, the limiting high-pressure rate constant is expected to be
1.40x 102 cm?/molec-s (Atkinson, 1989). Using this rate constant, an atmospheric lifetime?
for benzene of 18 days was calculated for concentrations of OH of 1x10° molec/cm?
(Atkinson, 1988). The corresponding atmospheric half-life is 6.5 days and was calculated
as t,, = In 2 /(koy x [OH]).

While reaction of benzene with the OH radical is the dominant loss process during
daylight hours, at night reaction with the gaseous nitrate (NO,) radical must be considered.
Atkinson et al. (1984) determined the rate constant at 296 +2 K for the gas phase reaction
of NO, radicals with benzene using a relative rate technique. The rate constant obtained
was <2.3x 107 cm®/molec-s and this value was compared to other measured values of rate
constants for benzene found in the literature of <3.5x10" cm’/molec*s (Japar and Niki,
1975) and <1.1x 10”7 cm®/molec-s (Atkinson et al,, 1984). Using a rate constant for the
reaction of benzene with NO, radicals of 2.3x 10"? cm*/molec-s, the calculated atmospheric
half-life of benzene for concentrations of NO, of 2x 10* molec/cm’ (Atkinson, 1988) is 4.7
years [1,, = In 2 /(knos x [NO;]).

Another potential degradation reaction is that of benzene with ozone (O,). However,
Pate et al. (1976) reported a rate constant for this reaction of 7x 10 cm®/molec-s, which
for a typical atmospheric concentration of ozone of 7x 10" molec/cm® (Singh et al., 1978)

corresponds to an atmospheric half-life of 448 years [t,, = In 2 /(ko; x [O:])].

When compared to the calculated atmospheric lifetime against reaction with OH
radicals, it is seen that reactions with ozone or NO, radicals are insignificant as gas phase
atmospheric loss processes for benzene. Thus, reaction with OH radicals is the only
important gas phase removal process for benzene. The reaction rate constants and their

corresponding half-lives are summarized in Table 4-14.

2 Atmospheric lifetime is defined as the time for the compound to decay to 37 % of its original concentration (Atkinson,
Atmospheric Transformations of Automotive Emissions in Air Pollution, the Automobile, and Public Health, Watson et al.(eds ),
1988).

70



1L

‘(0'p uonoag 2as) sanjea papodal ul 9auapLUCO Bursearoap £q St 19pI0 PASIT o
‘pauoday 10N = AN

9L61 “18 W@ Mg 8861 ‘uosur\iy painseapy THL6T ¥00'0+ s-d9t0uWy/ o wiz-01%L
P861 “'18 12 UosUINY ¥861 “I8 12 UoSUDIY paInseapy AN AN 5-33[0W/ WY ou01x1'1 > emEua sty
L61 ‘TN pue reder #861 “18 12 uosUY painseajN UN AN §-d2jou/ o wu-01x§'¢ >
¥861 18 39 uosUINIY y861 1€ 12 uosuPpy painseapy T+961 N sodpoul o 01XET > @sieak L'y
£861 "18U[[9Z
pus Zusio] 6861 ‘SHd 'S AN 867 UN §-o3joWw/ W on-01%p11°0 V0L
6L61 “WA]
pue £a1yje0 6861 ‘SHd SN AN 867 AN s-d2jow,/ Wo en-01xE10 wl 9
0661 ‘s1aBL]
e9g6l ‘'Vdd SN pue a1 j-1owoyey UN UN AN skep 9 9
6061 1@ 12 UOSUL)Y 0861 “I8 12 X0D pP1EIN2[ED) AN AN s-dajoul/ wa e 0t w9
0861 “[& 12 x0D 6861 ‘SHd 'S'™N painseay AN sAep [ X4 19 14
0861 18 12 X0 pamse3p AN (3) s-oajoul/ W w01 X80 @Ol
0861 “|® 12 X00 6861 ‘SHd ‘SN painseapy 00t AN §-09]oWw/ W @01 %80 w0l
—uu:-mﬂvs
6861 ‘wosupy  se papoday 867 %0€ + $-09[0wW/ WD @ 0i=xeT1 @S9
P31 32N ERITEXETEN| anbiuyaaj, oD Ajurepaa2up) spun anjep (shep)
ainjuladwa] padeday paeday payroday @M-3BH
uopRuY

LIV Ul JUIZUIY JO A-JIEH U0LIEIY ‘pI-p AGEL



L

[W9/93j0W | O] x £ 3q 0} pawinsse sem [fQ] pus juBISU0D Bl 'O a3 st Oy ataym

‘o
E = Py :smojjo] su paje[nojes sem 3ji-Jley (D
[

0O Yym uonoeal ay) 1oj uesuod Ay (W)

“wayaow 0] x7 29 0) pawmsse sem [\QN] pue JusIsuod el jeolpel fON Y3 §1 ONy asoym

£ ‘ow
Fonl ™y = Wy :smoj[o] se pajenales sem aji-jjeq (3)
(!

‘s|eoIpEI SON YiM auazuUaq Jo UOCLOR3I aY) 10} juejsuod ey (J)

-auszuaq Jo Aesep mojs o} snp odie| se Joyne £q paquosap Ajutenasur) ()

"3Ua[AY}3 YA HO JO UONDERI 3Y) 10 S-09]0Wy W . O x§ JO AN|EA UO Paseq an[eA Anjosqy (P)

) 's|goIpRI H() YNM SUIZU2Q JO UONOBAI Ay 10] Jueisuod amy (9)

‘Kepss 00v°98 Aq Butpialp Aqg poysydwoose s1 sAep 0} UOISIZAUOO I}
‘spuooas w1 st (Y2) ajij-J|eY pajenofes oyl (8861 ‘UOSURIY) (WIo/o3[0W (G] x| 2q O} pawnsse s1 [HO] pus juBIsuoo 381 [edIpel HO 33 st HOy a1aym

EOH_ EO& h . O&
|||-M—| = 1 .CO_::..UD Y} wolj S an|BA PaLK 31 WOl UOisI3Alo)) Ae
(4

‘(mojaq 9 pue q saj0Uj00] 23s) aInssaud pue arnjeradway
uo paseq uolssasdxa snIuSYLNy uv st YoIym (3) JUBISUOD )X UOHIEAT A} UI0L) PAAB[MI(BI SBM (2) aJ1[-JieyY uonoEal oy ‘sAep ui payiedar jou uaym (8)

(panunuo))
11y Ul JUIZUIY JO JI-jjeH u0lEdY p[-p 3BL



4.4.2 Biodegradation of Benzene in Water and Soil

Microbial degradation of benzene is influenced by many factors such as microbial
population, benzene concentration, dissolved oxygen, the availability of nutrients, other
sources of carbon, inhibitors, temperature, and pH. Unfortunately, in most cases,
biodegradation constants are not directly reported in the literature. Thus, where
biodegradation rate constants for benzene were not reported in research papers reviewed
for this study, they were calculated, whenever feasible, based on information available in the
papers. Biodegradation rate constants (k) were determined assuming first-order kinetics for
biodegradation processes. The first-order rate law states that the rate is the product of the
rate constant and the chemical (substrate) concentration (i.e., dC/dt = -k C). The following
form of the first-order rate law equation was used to calculate biodegradation rate constants

presented in Table 4-15

C
In = = -kt 4-68
C, (4-68)

where C, is initial benzene concentration, C is benzene concentration at time t, k is a rate
constant, and t is a time interval. The assumption of first order kinetics is reasonable at low
benzene concentrations, in homogeneous media, or as a first order approximation. The rate

constants were subsequently used to calculate the biodegradation half-life (t,,) of benzene.
T, = 0.693/k (4-69)

From the results in Table 4-15, it can be seen that the fastest biodegradation rates
for benzene were measured under aerobic conditions with nutritional enrichment. As
expected, benzene biodegradation under anaerobic conditions is much slower than under
aerobic conditions. It can also be seen that there is a wide range of values for
biodegradation rate constants and corresponding biodegradation half-lives for benzene which
can be attributed to different conditions for each experiment. Because experimental
methods for measuring biodegradation rates are not standardized, the results are not

comparable and apply only to a particular set of experimental conditions. Thus, it is very

73



1

0661 “SlABLL
puw £31]-19WaNeH sSwasAs
6461 ‘uvky pus %] 10661 ‘uswky UN anenby AN -Aep 1o 1o @9
[rUR)EW
8861 “[v 12 Jofepy 1661 *SHd 'S'N (91q0198) ‘pasnseapy 195mby UN wl00 w0l
ey + [eLIa1BW uonepeidop
8861 “[9 12 Jofepy 1661 ‘SHd ‘SN (01qo198) ‘painsuajy 135mby UN ajadwos
6861 ‘39B1aquauul ] JUSWIYILIUD 4 (qep
pue uospiey 1661 ‘SHd ‘SN (a1q0108) ‘pamseapy 19]8MpuUNoLn) w9560 wl0
6861 ‘39B1aquaueig JUWYOILIUS 4 Qe
pug uospIBY| 1661 ‘SHd 'S'N o(21q0198) ‘pamseapy 1ajempunoln) ol1€0 @l
(P12
6861 “18 12 Busiy) 1661 ‘SHd 'S'N ®{(21q0128) ‘parnseapy Iaempunoly UN -Aep $600°0 $600°0 wtl
L861 ‘naqeq
Pu® ABUYSIBA 1661 ‘SHd 'S'N @(2!qo1ae) ‘painsespy 1ajempunolny dN AP ST00 200 8¢
L1861 ‘naqeq 1M (Joqrey)
PU® ABUYSIBA 1661 ‘SHd 'S$'N {(01qo198) ‘painseajy soBjIng uonepeidop ou
1861 ‘nmaqeyq juauYoLIud 4 1d)em (Jogqley)
puB ABUYSIBA 1661 ‘SHd 'S'N @(01G0I9E) *paInswIN 208ling UN -Aep 180°0 7800 8
£861 ‘naqeqg 1918M (JaA11)
pue ABuystap 1661 ‘SHd 'S’ @(31q0138) ‘pasnseap o9gjing AN -A¥P vy 144" 9i
P Ianog NUMNIY (suonpuo)) wnpapy  A)ujepaadug) spupn ey (,.Aep) (Aup)
anbjuysay, euawmpaadxy paysoday  pajaoday papoday Hussuo) A-HeH

Ay

JUIZUIY 10 SAAVT-JIBH/SIUBISUO)) vy uonepeidapoly ‘S|-p IqEL



SL

0661 ‘staBl]

9861 1813 JPYon] pue £31j-15wasH AN uawIpas/jlog AN L 01 x8LT L900°0 wt0l
JUSLIYOLIUD 4 I2)EMI)SBM

1861 “18 39 staeQ 1661 ‘SHd "S'N (21qosaE) ‘pasnseapN {einsnpu] dN wl 0l wl00
JUIYOLIUD 4 I91BMIISBM

1861 “[8 12 yuqu], 1661 ‘SHd 'S (o1qo19w) “pamseap onsawo(y AN w9600 wl

9861 [0 10 weyey 9861 “[B 19 WEYIEM (01qo138) ‘pamseay J9eMmBaG AN -Aep 99’1 99°1 w0

(a1qoron)
9861 “[v 0 weyaem 9861 [ 1 weyayum R SIS L) Inemess UN -hop L9l L'l w0
(o1q0108)

9861 8 12 weyeN, 9861 "IV 12 WY BA ‘{@PENBD 198medg AN -Kep ¥0'0 ¥0'0 wll
ANV + [eualRW

8861 “[e 19 J0fepy 1661 ‘SHd 'S (a1qo1a8UB) "pAINSEIHN 1ajinby UN wt?0'C w9l
jetiaew

8861 “19 19 Jofepy 1661 ‘SHd 'S (orqo1azuE) ‘painseajy 12§inby 4N ®»t000 wltd
w(d1qo1aeue) JeuaEW

9861 “[& 32 uos[im 1661 ‘SHd 'S ‘pamseapy 12)inby UN @5100°0 w9
w(01qolaeue) [ed EW

9861 ¥ 10 UOS|IM 1661 ‘SHd 'S'i ‘painseapy 1pnby UN ©$r000 w1

PO 3anog ERTTEVETERT | (suoyjpuc)) wnipajy  Kjuiepsaoug) S TLTY ELTTYN (,4=p) (Lep)

anbjuyda]  wuswpsadxy pajieday  papoday patioday Juspsuc) a-seH

uy
(panuiuo))

JUIZUIY J0J SIAYT-J[EH/SIuBISuo)) ey uonepeidapory ‘ST-p AqEL



‘pousad 2w = § YUBISUCD I)BI = Y ] W) 2Y) 1B UONIBNUIOUOD UIZUQ = D) “(Q = 1) UOHBNUIOUOD IUIZUIQ [eNul = °3 araym - = —

9L

‘Juesuod a8l = Y Yz Ul = ¥ ‘bg Buisn parsnojes sem () aif-Jiey

-pousad Suyjdwes 1vad-¢ woly s)nsa1 pjary Jo sasA{BuB sasenbs-)sua| Jeaurj-uoU pue 20UB[EQ [BUS)BW WO1]
‘sflom Suuojiuow je sajmbe mojeys ul Jempunold Juijdweg

‘£7'8 = Hd ‘pappe siwawajddns oN

‘9¢°1 = Hd ‘pappe suswajddns oN

‘96" = Hd ‘saqosoiwu pajewn[oo8 pue SJUILINNU YIM PayIuIus]

'gL°L = Hd ‘pappe siwswsiddns oN

2
2

uonenba oy Buisn Jaded Yoiwasal aY) Ul UCHEULIOJUL USAIZ U0 PasBq ‘3(qISEa) SBA )1 JAIUINYM ‘PIIE[ND[ED SBM I ‘paLiodal 10U SEm JURISUOD 2)8) 3Y) JO anjeA 34) J]

W
3
®
©)]
()
)
@

(e)

‘pauoday 10N = YN

1661 “1v 39 Jopiey 1661 ‘SHd ‘S'f} (o1qo1a8) ‘painseajy [tos AN VN VN @600°0 wil
1861 “I® 32 JopieH 1661 ‘SHd ‘SN (v1qo138) ‘pansedpy [tog AN VN VN ®910°0 wt?
1861 “1® 32 J9pieH 1661 ‘SHd 'S (01qo138) ‘pamseapy [1o8 UN VN VN €00 wll
1861 “19 33 1aptey 1661 “SHd 'S (91q012u) ‘pamseajy 1teg AN VN VN @6£0°0 w8l
1861 “[8 12 JapieH 1661 "SHd ‘SN (31q0138) ‘painseapy qiog 4N w9700 w9l
P N0 MUY (suonpuo)) wnpapy  Lurepadufy spun) ELTL TN (.Axp) (Kep)
anbjuyray wumpsadxy payoday  paroday paraoday (UsISuL) MNI-31*H
ey
(ponunuo))

JUAZUAY 10 SIAV]-JIBH/SIue)suo)) ey uoneperdapoly *SI-p QB



LL

€L =Hd "M06Z = 1 ()
6L . . . o
WX =T sABP 79 =1'%I =D '%6L ="D (W)

LLY

[;- %P} +T x Avl.enﬂlv.lnm.v =

-4

| B 9 jonuod
- dv
1-%,-71 31 v5z = (55)
;2101 uonepeIdac] D

"M96Z = L ‘€6°L = Hd ‘19z1p1xo uoqiesoipAy Jo 21m)jnd payoLud 4 20In0s N + 12]EMPUNOIT PIIBUNURILOD-UI|OSEL) e
Liy
¥9 - LTl

18 Ly =D

[;-4ep] +T x ( )=

P

0, - (2=

04 = ()

4 T 3d y°g jonuoo

'} dv
-4 -1 310 L71 = G)
‘383 uonepesBa(g ()

967 = L ‘€6'L = Hd ‘pappe 20105 N + 1318mpuncid pajeulwigluod-autjosen) ()]

(panupjuo))
JUIZUDY 10} SIAV]-JIBH/SIuEISUO)) )8y uonepeIddpoly “SI-p IqEL



8L

oL x -

¢ X -

vl X Y-

LXY- =

Dl

LXY- =

001
¢

001

9

oot
neﬂ_

001

9L

001

6

0s
|

001

s

SAN_.&QV\SAU?»QV :_.t»u_d = Gobu—

9 xx-

(AR |

L X0 X% =

LYoy x Y- =

(panunuo))

001
I

fn

‘skep 0L =1 '%£S = D ‘%001 = o)
‘skep GE =1 ‘%9S = D ‘%00l ="D
‘skep y] =1'%€9 = D ‘%001 =°D

sA8p £ =1 '%9L = D ‘%001 =D
‘skep € = 1 ‘%576 = O ‘%001 =D
‘49 =) V8w p = 9 VB 0§ =D

‘skep [ =1 %I6 = D ‘%001 = "D

QoA - (DoA™ =M

mh < ‘ ¢ o

ﬂ.n— ‘sABp 79 =1 1%6 = D ‘%6L = O
mh. . 3 € o,
— O] ‘SABP 79 =11%99 =D %L =D

= U] ‘syeam Q71 =1 %1 = D %001 =D

001
=z " ‘syeam OF =1 ‘%87 = D ‘%001 =°D

3UDZUAY 10J SIAVT-HEH/SIuBISu0)) ey uoyepeidapory “SI-p UL

@

“

0

(»)

()

(m)

0]

®

@

®

G))

(0}



difficult to derive a single value for the biodegradation rate constant and the corresponding
half-life for benzene.

5.0 CONCLUSIONS AND RECOMMENDATIONS

A summary of representative values of intermedia transfer factors and estimation
method is given in Table 1-1, This section discusses areas in which the estimation and use
of intermedia transfer parameters could be refined to increase the accuracy of multipathway

exposure assessment.

Physicochemical Parameters

Among the physicochemical parameters recommended in this report for multimedia
analysis of benzene (i.e., solubility, vapor pressure, molar volume, boiling point, and
molecular weight), the experimentally derived aqueous solubility is particularly important
because it can be used to predict chemical-specific K., K,,, and BCF values. Although
solubility is site specific (i.e., it depends on pH, temperature, and pressure), under common
environmental conditions, the site-specific variability of the aqueous solubility may be
needed to be considered. Nonetheless, knowledge of solubility as a function of temperature
will allow the estimate of K_, at different temperatures (from K, solubility correlations)
when the temperature dependence of K, is unknown.

Partition Coefficients

Experimentally determined partition coefficients for benzene are presented in this
report for Henry's Law constant, K, K, BCFs for various aquatic organisms, and root
uptake. However, measured values for the air-to-leaf partition coefficient and other
biotransfer factors which address partitioning through food uptake were not found in the
literature. Based on the current study, it is believed that the partitioning of benzene to
vegetation via the air-to-leaf mechanism of airborne benzene (presently not included in the
CAPCOA model) may be a significant pathway for accumulation of airborne benzene in
leafy vegetation. Although various prediction equations to calculate partition coefficients

have been found in the literature, values are presented only for those correlations
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considered applicable to benzene or homologous compounds (except where noted). The use
of the full range of partition coefficients and prediction equations presented in this report
may be used to augment the approach used by the CAPCOA (1992) guidelines.

Biotransfer Factors

The concept of Bys for milk, beef, eggs, and vegetables should be revisited since it
is based implicitly on the assumption of steady state conditions. For instance, the popular
biotransfer correlations proposed by Travis and Arms (1988) were derived by pooling data
from a number of independent studies. Thus, the original data could be reanalyzed to
determine the degree to which the independent studies were performed at comparable feed
concentrations, time intervals, and animal ages and activity, since these and other
experimental variables can influence the point at which steady state may be reached. In
addition, the original studies from which Travis and Arms (1988) derived their correlations
for B,;s did not include benzene as a study compound, and did not consider inhalation as

a pathway for bicaccumulation in meat, and milk.

Intermedia Transport Parameters

Although a measured value for the dry deposition velocity of benzene was not found
in the literature, it can be estimated as discussed in Section 4.3.3. Sehmel (1980) and
Davidson and Wu (1989) critically reviewed experimentally measured deposition velocities
for other gaseous compounds (such as criteria air pollutants) and reported variability of the
dry deposition velocity over two orders of magnitude, depending on the deposition surface
and other factors. Thus, estimates of the dry deposition velocity should consider the

appropriate meteorological conditions and surface type.

Degradation

While biodegradation is the most important transformation process in most types of

soil, the biodegradation process depends on numerous different factors that it may be
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inappropriate to characterize the biodegradation half-life of benzene by a single default

value (see Section 4.4.2).

Finally, it is worth noting that the major degradation process for benzene is in the
atmosphere by reaction with hydroxyl radicals. The reaction half-life for this process is
estimated at 6.5 days. Therefore, when the atmospheric concentration of benzene is
determined using atmospheric dispersion models, it is important to consider the atmospheric
degradation of benzene when the relevant convective residence times are of the order of a

day or more.
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